Removal, Cleaning, and Installation of Job No.
Fuel Pass Filter 476

A. General

Different fuel pass filters have been installed in the individual models (see Table):

Model Filter element Connection thread Remarks

180, 180 a, 180D, . On Models 180D, 180 a, 190, and 219
0, 21911 Wire mesh outer 1sfnvercs,ioens a an

180, 180 D, 180 Db, . . On Models 180D, 180 a, 190, and 219

}38 E, ;198 Db, 190, Wire mesh inner 2nd version ' '

180 a, 180 b, 150, o . On Models 180 a, 190, and 219

190 b, 219 Micronic inner 34 version o

On Models 190 SL and 220 S
220, 190SL, 220 S Wire mesh outer 1st version
with reserve fuel change-over cock

. . 2nd version
190SL, 220 Wire mesh inner with reserve fuel change-over cock

. . . 3rd version
190SL, 2208 Micronic Inner with reserve fuel change-over cock

Note: Model 220 SE is equipped with a fine fuel filter. For checking procedures see Workshop
Manual Passenger Car Models as from August 1959, Job No. 00-15, Section C.

B. Removal, Cleaning, and Installation of Fuel Pass Filter with Wire Mesh

The procedures are the same as for Model 190.

C. Removal, Replacement, and Installation of Fuel Pass Filter with Micronic Element

The micronic element must be replaced every 48 000 km.
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