Removal and Installation of Steering
Shock Absorber

A. General

Job No.
46-10

The Models 180, 180 a, 180D, 190D, 190SL, 220 q, 219, and 220 SE are equipped with different
steering shock absorbers (see Tables below). Apart from the standard steering shock absorbers
special export type steering shock absorbers are available for countries where excessive dust
conditions prevail; they are provided with a rubber sleeve as a protection against the penetra-
tion of dust and sand.

Standard Version

Steering shock absorber

Length mm

Model . . (Shock absorbers Remarks
Part No. Designation compressed)
]lgg 180 b bil F d
qQ, Stabilus or center tie-ro
180D, 180 Db 000 463 07 32 StdZ 20 x 150/12 268115 with straight bracket
190D, 1
Stabilus For center tie-rod
190, 190 b 000 4631532 T 20 x 135/3 25315 with curved bracket
- (1st version)
000 463 07 32 stz bl 26815 For center tie-rod
with straight bracket
190 SL
. (2nd version)
000 46315 32 T sacbilus 253415 For center tie-rod
X with curved bracket
219 .
Stabilus .
220a +2 Steering shock absorber
ggggE 000 460 00 66 T 20 x 125/3 251_1 with ball pin
Special Export Version
) Steering shock absorber Length mm ]
Model Part No Designation (Shock absorbers Remarks
: g compressed)
]g?) 180 b
180 q, For center tie-rod
}gg B’ ]Igg gg 000 460 03 66 StdZ T 20 x 150/15 268*1.5 with straight bracket
For center tie-rod
190, 190 b 000 460 04 66 T 20 x 135/5 25315 with curved bracket
(1st version)
000 460 03 66 StdZ T 20 x 150/15 268+1.5 For center tie-rod
with straight bracket
190 SL
(2nd version)
000 460 04 66 T 20 x 135/5 253+1.5 For center tie-rod
with curved bracket
o )
a . +2 Steering shock absorber
g%g gE (000 460 05 66 T 20 x 125/7 251__1 with ball pin
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