Job No.
15-0

Starter

Both the function and the basic design of the various Bosch starters are the same as those of
the type incorporated in Model 190. For the various Bosch starter types installed see Table below.

Type EGD 0.6/6 AR 22 installed in Model 180

Type EJD 1.8/12 R70 installed in Model 180 D and 180 Db
Type EJD 1.8/12 R88 installed in Model 190 D and 190 Db
;zgz Egg ggﬂg sg? installed in Model 190 SL

Type EED 0.8/12 R 25 installed in Model 220 a

Type EED 0.8/12 R30 installed in Models 180 a, 180 b, 219, 220 S, and 220 SE

Job No.
15-1

Removal and Installation of Starter

L. Models 180 a, 180 b, 190'D, 190 Db, 220 a, 219, 220 S, 220 SE

On these models the removal and installation procedures for the starter are the same as on
Model 190.

Il. Model 180

On Model 180 the removal and installation procedures for the starter are essentially the same
as on Model 190; however, the engine must be gently pushed sideways before the starter can
be removed upward. The jointing flange between the starter flange and the crankcase is not
required on this model.

. Models 180 D, 180 Db

The removal and installation procedures are essentially the same as on Model 190, but the
following points require attention:

1. Remove the housing vent line to the air 2. Detach the return spring on the venturi
filter. control unit linkage and remove together
with bracket.

Note: Use special wrench Part No. 636 589 00 01 to unscrew the nut on the upper fixing screw of
the starter.

When removing the starter, gently push the engine sideways.

There is no jointing flange between the starter flange and the crankcase.

IV. Model 190 SL

The removal and installation procedures for the starter are essentially the same as for Model
190. Special attention should be given to the following points:
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