Lubricare of Type 220a
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1. Chonge oil in engine (when oil is still hot} (I IK IR I KK N I IX JE 2N 2K BN BN BE AN BN BN 2K AR 2N AN 26 BN AN BN J
2. Change oil in transmission {when oil is stiil hot), check oil level before the oil is drained and check for tightness, if oil is lost @ [ ] ® e [ [ J ®
3. Change oil in rear axle housing (when oil is still hot), check oil leve! before the oil is drained and check for tightness, if oil is lost [ ] ® 9 [ [ ] ® ®
4. Check oil level in oiler on distributor ®
5. Lubricate engine hood hinges, lubricating nipples of door hinges and trunk Iid hinges [ 4 [ [ ] [ J [ ] ® ® ® @ o ® ® ®
é. Clean wire coil in oil filter o 0 060 & 6 € 00 O 0© ¢ 0 > OGS S GO O O G ¢
7. Replace poper element of oil filter [ N ] [ ® ] [ ] [ ] ® ® o o [ ¢
8. Press grease into lubricating nipples on front axle, pedal linkege and rear axle according fo Lubricating Chart; before this is done, clean lubricating fittings ® © © /6 ¢ 0 © 9 G OO0 0 0606 06O O SDES O
9. Check and lubricate joints and bearing points of pedal linkage and steering column gear shift as well os levers, cables and linkages of hend brake and corburetor o 0 ® 0600/ © 06 6. 0 3 © O 5 6 O 6 6 OO0 5 S O OO
10. Check oil level in transmission and check transmission for tightness, if oil is lost ® [ ] @ ® ® L 4
T Check oil fevel in rear axle housing and check housing for tightness, if oil is lost ® o ® ® [ ®
12. Check brake fluid and replenish, if necessary [ ] [ ] ® @ [ [ o [ ] [ ® ® o
13. Lubricate nippies of propelles shafts according to Lubricating Chart {do not grease the keyway excessively) S 0 0 0 @ 9 0009 6 0 6 6 &6 ¢ 00 OO OO 0 o0
14. Provide lubricating nipples of hand broke cables with a little grease; do not apply excessive grease! [ } @ ® @ ® e
3
15. Check oil level in steering housing and replenish oil, if necessary [ ® L L J ® [ ]
16. Replenish grease in front wheel bearing [ ] ® ® [ J o ®
17. Check oil level in woter pump ® ® o [ ® ®
18. Lubricate shafts of windshield wiper linkage [ o [ ] [ 4 o ]
19. Fill oiler on distributor completely with engine oil L4 L L e
20. Distributor: Apply 3 or 4 drops of engine oil to felt in cam bore, grease distributor cam lightly; check and renew grease wedge on breaker sliding piece, if necessary [ ] [ J [ ] [
21, Lubricate notched plate and roller for direction indicator switch in steering wheel hub [ J ®
22. Press grease into lubricating nipples of door hinges [ ] [ ] [ ] [ ] [ J [ o E [ J [ [ o ®
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