Maintenance of Type 220

slzle|g|s|g|e(sle|slslalg|nle|e|air]e|e|slele|s|s gz
- ~ <~ -
N Sl=inle e inle |8 n g |8 |3 58|93 (52|83 |n 8|S
g|18/8|/8|8|8|8|8|8|8l8|8|8 8 E|ls'88|18g,8/8|g g8|glg|g 8
Ml eIRIRIR |l |RIFg IS |fITig v |8 I8N RIS 2 8
Service Book coupon No. ] 2 3 5 7 9 |11 |13 |15]17 19|21 {23} 25|27 129 3133135373941 43|45 47| 49| 5t
1. Clean air filter elements and spray with oil @ 0 0 ©e & ¢ 0 0 6 0 00 ¢ 006 © © 00 00 00
2. Check acid level and gravity of battery ¢ O ¢ 0 0 © ¢ & 2 &6 0 & & 0 ¢ ¢ O 062060 O 0'e
3. Check whether all electric units function properly 0 © 0 © & & 6 © 0 S 0 0 e % ¢ 0 0O0 e O ® 0@ 0 O
4. Clean fuei filter element [ ] (2 BE AR BN AN BN 2N AN 2N TN A AN AN AN N IR K AN I AR JK K 2K 2K J
5. Back cover screw off through about two revolutions, then open drain plug on fue! pump and drain water (AR AR AR BN RN AR SR IR AR 2N A AR AR AN N I IR AN I AN 2N 2N BN BN J
6. Check tension of fan belt ond readjust belf, if necessary ( JEIE I K B B BE BE 2N 2N IR 2K N BN R AK AN I N 2N AN 2N JK JK 2K 2K J
7. Check flange nuts at exhaust manifold for firm seat [ 2¥ BN BN BE 2N RE BN AN AN BN BN BE BN BN AN BN JN 2N AN AN 3K BN 2R 2K J
8. Clean heater valve stem at exhaust manifold and sproy with crude oil or Caramba o 00|00 06 0ec 00600 00 000 0 ce 0
9. Rebalance wheels o 0o ¢co oo 0e0oo e 0o/0o 000 v e oo o e e e e
10. Rotate wheels according to diagram (A AN AR AN K BE R JN 2N AW AN BN BN BN AN 3N IR N 2N AN AN N BN BN J
11 Check tire pressure and correct [ I I AR 2K 2R AN AN FE AN 2N 2N BN AN BN BN BN AN BN N SN AN AN AN NN BN AN
12, Check brakes 00 0/ 00 @& ©0 06/0 @ 6 0 0 0 60 00 GO OC G O O
13. Clean insect screen in front ventilation ducts ® [ ® [ ] @ ® [ ] ® [ J o [ ] @
14. Cleon strainer in fuel pump ® @ & @ @ [ ® ® [ [ J [ L @
15. Check valve play and readjust, if necesscry. ® o [ J [ ) [ ] [ [ ] ® [ ] [ 4 [ ® [ ] [ J
16. Clean spark plugs and check electrode gap [ ] @ [ ] [ ] [ ) ® ® ® [ ) o [ ] [ J
17. Clean distributor breaker points — check gap and readjust, if necessary ® [ [ (] [ ] [ ) ® ® @ ® [ ) ®
18. Readjust brakes, if necessary ® O ® [ J [ J [ ] [ 9! ® [ ] ® [ J [} ®
19. Clean direction indicators [ ] [ ] @ ® @ [ ] [ ] ® [ ] ® L] ®
20. Rub a litte tollow or vaseline on door seals @ L] @ @ L ® L ® L [ (] ®
21, Clean and grease latches, tapers and arms of door locks and trunk lid lock [ [ ) [ ) [ [ J [ J @ [ J ® [ L ®
22. Clean connecting terminal of battery, check for snug seat and grease L o o o o e
23. Clean and check carburetor ® ® Ll o ® o
24. Check carburetor flange fastening nuts ond carburetor cover screws for snug seat ® L L o L o Ll
25. Check nuts of intake ond exhaust lines for snug seat [ ] ® L ol o Ll Ll
26. Check fuel pump fastening screws for snug seat ® [ ] R J ® [ [
7. Check free travel of clutch pedal and readjust, if necessary [ J ® Ll @ o d ®
28. Retighten shock absorber fastening screws [ ] o [ ] [ [ J ® ®
2. Check whether shock absorbers leak oil [ ] [ J o [ J [ J [ ]
30. Check and, if necessary, retighten all nuts, screws and cotter pins, especially those of steering, engine and chassis ports, over a pit or on a ramp [ ] ® ® o [ ] L
31. Remove brake drums, check drums and brake lining [ ] [ ) [ ] ® ® @
32 Dust window channels and provide with a little taliow [ J L] @ ® ® ®
3. Check adjustment of headlamps [ ] [ J [ ] @ [ ] L
34, Check toe-in [ 2K ] @ o [ J o o
35. Remove engine oil pan and clean including strainer in suction basket b L d °
35, Check rear axle rubber boots for cracks d e o
37. Drain cooling water, flush radiator ond cooling water area od L L
38. Fill radiator and cooling water area with purified water ® el Ll
39. Check distributor [ J ®
40. Remove generator, replace carbon brushes and check commutator for perfect condition o e
41. Check clutch for proper functioning [ J ®
42, Replace flexible plates of propeller shaft, if they have been in use for more than 48 000 km (30 000 miles) [ ] [
43 Check rear whee! bearings [ ] @
4. Replace rear oxle rubber sleeves [ ] @
45. Check hand brake cables ® @
46, Check front wheel bearings [ J o
47. Unscrew and clean front oxle threaded bolt and replace sealing rings, if necessary (] Ll
48. Replace steering joint plate, if it has been in use for more than 48 000 km (30 000 miles) [ J @
49. Check play of steering shaft and readjust, if necessary [ ] ®
50. Check joints and seals of tie rods [ b
1N Disassemble master and wheel brake cylinders, check cap valve, replace rubber sleeves and cap, check connections of brake system [ ] [ ]
52. Check wheels watching out for external damage [ ) o
53. Non-recurring maintenance jobs [ 1K ]
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