Lubricating Points

As the cars of Type 220a are not provided with a central lubricating system, the various lubricating

points are equipped with pressure grease fittings.
Pressure Grease Fittings on the Car

Front Axle

a) Right and left-hand control arm supports top 2 each
bottom 2 each

b) King pins in steering knuckles, right and left-hand, 1 each
¢) Threaded bolts in steering knuckle supports, right and left-hand

d) Ends of center as well as right and left-hand outer tie rods
e) End of intermediate steering arm

f) End of steering shock absorber
Pedal Linkage

Propeller Shaft

a) In center at infermediate bearing
b) Rear end at keyway

c) Rear end at spider

Total Amount of Lubricating Points

N

Number

22

top  1each
bottom 1 each

o RN N A

2 each

28

Details regarding type and make of approved lubricants are given in the Instruction Manual. Upon
request our department Export-Service will furnish exhaustive information in this matter.
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Lubricare of Type 220
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Check and lubricate pedal linkage, hand brake cable, joints

ond beoring points of steering column gear shift and carburetor [ ] [ ] [ ] [ ] [ ] [ ) [ ] [ ] [ ] [ ] [ ) [ ) [ ) [ ] [ o [ [ ® [ o [ [ ] [ 2 ®
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Lubricate generator [ ] [ ] [ ] ® [ ] ® [ [ J [ [ ] [ ] ]

Turn grease cup on distributor through one revolution ond )

replenish BOSCH grease, if necessary 1 L L ® ’ L4 L e e L b L o

Check oil ievel in transmission ® ] o [ ] [ ] | e 4 ®

Check oil level in rear oxle housing [ ] [ ] [ ] 1@ ® ®

Check brake fluid and replenish, if necessary ® o ) ® ® ® [} [ ) . ® ® [ ] [ ) o
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Lubricate engine hood hinges, lubricating nipples of door
hinges, outer door handle -at rosette, and trunk lid hinges

1.

Check oil level in water pump

Change oil in transmission

13.

Check oil in rear oxle housing

14..

Check oil in steering housing and replenish oil, if necessary

Lubricate nipples in spider and on front three-arm flange
of propeller shaft

16.

Check. central lubricating system and make sure that all points
are supplied with oil

7.

Replenish grease in front wheel bearing

Lubricate notched plate and roller for direction indicator
switch in steering wheel hub

Lubricate shaft of windshield wiper linkage

Remove distributor disc and sliding piece. Distributor: opply
3 or 4 drops of engine cil fo felt in cam bore; grease distributor
cam lightly; check whether grease wedge in breaker sliding piece
is still present and apply fresh grease, if necessary




